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Precautions 

Read this section carefully before starting to use the Slim Portable 
CD/CDRW/DVD-ROM. 




m 




• Do not touch the lens. 



m 



• Do not expose the drive 
to direct sunlight or heat. 
Do not leave it in a hot 
automobile. 



0 

Col Ion Swab 

• Clean the lens with a dry 
cotton swab or 

compressed air. 

to protect it from dust. 




o) 



• Do not spill liquid on 
the unit. 



0 




• Clean the outside of the 
player with a soft, dry 
cloth. 
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m 




• Do not shake or subject 
to intense vibration. 



m 




• Do not bend the disc. 




• Do not put the drive in 
a place subject to weight 
and pressure. 




• Handle the disc by the 
edges as much as 
possible. 



- - 




• Keep the drive away 
from the edge of the 
desk or table 



n 




• Do not touch the signal 
side of the disc. Do not 
attach labels to the disc. 



Condensation can form on the lens if the CD/CDRW/DVD-ROM drive is 
moved from a cold temperature to a warmer environment. This can 
result in the lens inability to properly read the disc. If this occurs, 
remove the disc and leave the power on. After one hour, reinsert the 
disc and try again. 

Do not expose the disc to the direct sunlight. Do not store the disc in a 
room with high temperature or high humidity. 

To avoid dust, scratches, bending, etc., always store the disc in its case. 

Use a soft and dry cloth in a circular motion to wipe the disc. Do not 
use benzine, record deaner, static electricity prevention fluid, or any 
other liquid as it may damage the disc. 
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Part Names <& Functions 



The front and rear panels of your CD/CDRW/DVD drive may look slightly 
different from the figures below. However, The important parts and 
functions are the same regardless of their locations. 













s 1 


] 







FRONT PANEL 

1. Eject button: 

Press this button to eject the tray. 

2. Access LED: 

This LED will blink when the drive is accessing the disc. 

3. Emergency Hole: 

Insert a pin shaped item to manually eject the tray when the drive is 
powered off. 

4. Power LED: 

This LED will light when power is on. 



REAR PANEL 



© 



1. Power Button: 

1 2 3 4 5 

Press the button to manually power on/off the drive when it is powered 
by an AC adapter. 

2. DC in Jack: 

This jack connects to the AC adapter. 

3. Power Source Switch: 

This switch is used to select the power source. When the switch is set to 
"PC", then USB or PCMCIA power direct is selected. When it is set to 
"DC", an AC adapter is required to power the CD/DVD-ROM. 

4. Interface Connector: 

Connect the SLIM drive to the USB, PCMCIA, Firewire or Parallel 
interface. 



5. Audio Line-Out Jack: 

Send audio signal to an external amplifier. 



Power Source 



USB 



The USB Slim drive model can be powered by USB* or AC Adapter**. 
Firewire Interface: 

The Firewire Slim drive model can be powered by Firewire* or AC 
Adapter**. 

PCMCIA Interface: 

The PCMCIA Slim drive model can be powered by either the AC Adapter** 
or directly from the computer via the PCMCIA* slot. 

Parallel Cable Interface: 

This Slim drive model can be powered by the AC adapter** only . 

*Make sure the Power Source Switch, located on the rear panel, is set to PC. 
**Make sure the Power Source Switch, located on the rear panel, is set to 



Only use the AC adapter provided with this unit. Using an incorrect 
AC adapter may cause permanent and unpredictable damage to the 
Portable CD-ROM drive. 



System Requirements 

USB Model: 

• A computer with an enabled USB 1.1 port 

• Windows 98, ME, XP or 2000 

PCMCIA Model: 

• A computer with a Type II or Type III Card slot 

• DOS, Windows 95, 98, 2000, XP or NT 

Firewire Model: 



DC. 
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• A computer with a Firewire port 
. Windows 98,SE, ME, XP or 2000 

Parallel Cable Model: 

• A computer with a Parallel Port 

• DOS, Windows 95, 98 or NT 



Hardware Installation 

USB/Firewire Model: 

1. Connect the 36-pin connector to the 
drive until it is seated f irlmly. 

2. Connect the AC adapter into the DC 
IN jack an the rear panel. 

3. Plug the AC adapter into a working 
outlet. 

4. Continue with the Software Installation. 

PCMCIA Model: 

1. Before you begin power off your PC system 

2. Connect the 36-pin connector to the Slim drive until it is firmly 
seated, then tighten the screws. 

3. Locate the PCMCIA slot on your computer and insert the PC card 
into it. (Note: The PC card is keyed for proper instertion— the arrow 
should be pointing toward the computer, 
facing upward. 

4. Power on your PC and the Slim drive by 
either the AC adapter or your 



notebook's batteries. 
5. Continue with the Software Installation. 




Parallel Cable Model: 

1. Before you begin power OFF your PC system. 
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2. Connect the 36-pin connector to 



the Slim drive and connect the 
other end to your computer's 
Parallel port. 
3. Plug in the AC adapter and power 
on your system and the Slim 




drive. 

4. Continue with the Software Installation. 



Software Installation for USB Model 

Windows 98/ME 

1. Power on your PC and make sure the USB port device driver is 
installed and available in Windows 98/ME. 

2. Plug the USB cable into the USB port on your PC. 

3. If this is the first time you are connecting the Slim drive to the 
USB port of your PC, the Add New Hardware Wizard dialog box 
will appear as below. 



USB to AT API 
A device driver is s icri'v-rsis prc^sm rnsc risks; s 

ri-Eild'.-M I. . • "ic 




Click on Next, check the Search for the best driver for you 
device and click Next. 
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5. 



Check the Floppy desk drives, insert the device driver floppy 
diskette into your drive and click Next. 




7. Click Finish to complete the installation process. 




USB CD -F OM /CD -F /CD-RW/DVD -RDM 



Windows has finished installing the software that your ni 
hardware device requires 



8. When the Unknown Device box pops up, keep the driver diskette in 
the floppy drive and click Next three times. You should now see the 
screen below. _ 




Wirsdows diivsi iilc search foi the nievic 



USB BULK Slcii.=ge Dev 



Location ol driver. 

A:\USBIDE.INF 



ack i Next > I Cancel 



9. The Wizard will ask you to specify a path to copy the needed file to 
the hard disk. Type A:\ in the Copy files from box, then click OK. 



The file "usbide.ihf 1 on (Unknown) cannot be 
found. 

Setup had trouble copying a file. Click OK to 
try copying the file again. If this message 
reappears, quit Setup and then try running 
Setup again. 



Copy files from: 



10. After the files have copies onto the hard disk, you should see the 
screen below. Click Finish to complete the installation. 




USB BULK Storage Device 



j I ■ j Cancel | 
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11. In My Computer (located on your desktop) you should see another 
CD-ROM drive. 



Windows 2000/XP 



1. Start your computer, make sure the USB port device driver is 
installed and available in Windows 2000/XP. 

2. Plug the USB cable into the USB port of your PC. 

3. If this is the first time you are connecting the Slim drive into your 
PC, the Found New Hardware Wizard dialog box will appear as 
below. 



Found New Hardware 




Once this Found New Hardware Wizard dialog box appears, click 
Next to continue. 



WE?l[:[)me Ui 1htt F-oumJ tit? 
Thii wr-siJ hfcfcj; you riild a (fence oW<i I 



|[| 41lbui.^i.M 



| | Creel | 



5. Select Search for a suitable driver... and click Next. 



n IwrkvAin rimirai lp vtcA vMh 



USD to IDE 



A cJf-kw lirvei a a suIIiyso ihlv-bii i'lJ. iikfce's 4 hit 
needs oWei lie: for your new device. To locale dovr 

iDlUir i:kfc H™i 
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6. Insert the device driver diskette into your floppy drive. Make sure 
Specify Location is selected and then click Next. 



Local* Oiivar Hlei 



Tt" y"M3 i' la . ■•■ , - bh 

lo M Hie MBsh ■>.- htati II yai •* mH« en 4 ****** « CD-BDM in*. 



7. The Found New Hardware Wizard will search for the information 
files in the hard disk, then the floppy drive. Type A:\win2000 
(A:\WinXP) or click Browse to select the A:\win2000 folder. Click 



ll 


il ■ 1 ' 1 ■ v - - 1 1 ill- 

WhnBitajtfiJwrtWiiiBTs lu «*Ltn In dm* hfct? L 


3 




1 lrt$£l Bit nwiiJ«h*ra'j luiiUiri ibk rta lln [fof 1 nv 

-A aWMLMIMidikOC \l J/ 










| iffotk | | Caned | 
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8. Click Next to continue. 



The vtzvi Inmd a driver for Lhe Inlovma d 

I ISH lulljh AiL^in rWrL-IH . 



9- 

Wrido. 



Wndowi HouvJ 4 driver la tki device. To mslaJ the driverWhdows I&jyJ, ckt. Hex). 



<B»c* [ NerO | Cancel | 



9. Click Finish to complete the installation process. 




10. The Found New Hardware Wizard in now installing the Slim drive. 



Found New Hardware 




CD-ROM Drive 
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11. In My Computer (located on your desktop) you should see another 
SLIM drive. 



Software Installation for PCMCIA Model 



Windows 98/ME 



1. After you have plugged the PC card into your notebook, power on 
your PC. The Add New Hardware Wizard will be displayed. 




The WGerd searches lo 
EXP -PrPIDE 




2. Click Next in the next two screens to get to the screen shown 
below. 

3. Insert the device driver diskette into your floppy drive. 

4. Check Floppy disk drive and Specify a location. Make sure 
A:\win95 is displayed as below. 




5. Click Next and then Finish to complete the installation process. 



Windows 95 (VersionB) 

1. After you plugged in the PC card into your PC, and the screen below 
appears, your Windows 95 is version 4.0.95B (ie. OSR 2). If you do 
not see the screen below, skip to the next Windows 95 section. 



EBB33 




This wizard will complete the allaiii in oi 
Standard IDE/ESDI Hard Disk Corilmller 



II you hav.; a disk or CD-ROM thai came with this device, 



3. 



2. Insert the device driver diskette into your floppy drive. 

3. Click Next. 

4. Click Finish to complete the installation procedure. 




wing updated driver toi this 



PCMCIA CD-RCIWCD-H/CD-HW/DVD-ROM 

I f jjom want louse this driver, click Finish. IFthi$ is not the 
correcl driver and jjou want lo seaich lor a different driver 
many ally, click Oltisi Locations. 



Note: It is not necessary to connect the PC card every time you reboot your 
PC; connect it only when you need to use it. 



Windows 95 



After you've plugged the PC card into your PC, power on your PC. 
The below screen will appear. (For Windows 95 version 4.00.950 or 
4.00.95a.) 



Si.snd.5td 0E/ESD1 Hard Disk Conirdller 



S elect which driver you want to install for your new hardware: 
r Windcws default driver 

• ' ii - i \- rl.-i t .iimm .mi i in ^ 

'' ' Do no! insiai; a driver l\v'indaw? will not prompt you again. 
C Select Irom a list of alternate drivers 



OK 



Cancel 



Help 



2. Select Driver from disk... and click OK. 

3. Insert the device driver diskette into your floppy drive. 

4. Specify the directory as A:\ or A:\win95 and click OK. 

5. All other remaining installations will then proceed automatically. 
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Windows NT 



Before you begin: 

• Power on your PC 

• Make sure that Windows NT is version 3.51 or higher and installed. 

• Since Windows NT does not support the Hot Insert/Remove 
feature, the Slim drive should be connected to your PC prior to 
starting Windows NT. Likewise, don't remove the Slim drive before 
shutting down Windows NT. 

• In Windows NT, the I/O and IRQ settings of the Slim drive can not 
be changed. Therefore, if the setting conflict with other devices 
you are using, change the I/O and IRQ settings of the other 
devices to avoid conflicts. 



Windows NT (con't.) 

1. Pull up the Start menu, select Settings and then Control Panel. 
Double-click the SCSI Adapter icon. 



File Edit View HSto 



m a n 




A dd; 1 Re move SCSI adapters and •.■lew their properties. 



2. Click the Drivers tab. 

3. Click Add, and then Have Disk. 



JlliLl 



C*™* On™ | 



4. Insert the device driver diskette into your floppy drive. 

5. Specify the directory as A:\WINNT or B:\WINNT (whichever 
contains the diskette). Select OK. 

6. When the following screen appears, select the PCMCIA CD- 
ROM/CD-R/CD-RW/DVD- ROM item. Click OK. 




7. Follow the on screen instructions to complete the installation 
procedure. 
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Windows 2000/XP 



1. After you've plugged the PC card into your PC, power on your 
system. The Found New Hardware box should appear as below. 



Found New Hardware 




PCMCIA CD-ROM 



2. The Found New Hardware will now install the default PCMCIA 
IDE/ATAPI Controller driver. 



Found New Hardware 




LG CD-RW CED-8083B 



3. The Slim drive is now installing. 

4. Once the installation is complete go to your desktop. Double-click on 
My Computer, you should now see another CD-ROM drive displayed. 

Software Installation for the Parallel Model 



Windows 95/98 

1. Once you have connected the Parallel cable to your PC and the Slim 
drive, power ON your PC. 

Go to your desktop and double-click on the My Computer icon. Now 
double-click the Control Panel icon, and then the Add New 
Hardware icon. Click Next to begin the installation. 



S..MyComp„, IHCi 



File Edit View Help 



2. 



1 Control Panel 



(D: File Edit View Help 



Accessibili 



Atid/Remove Date/Time Desktop 
/ Programs Themes 



Display Funis Inlernel Keyboard Modems 

b * *i % ^ 

Mouse Multimedia Network Passwords PC Card 
[PCMCIA] 

fj m m # m 

Power Prinleis QuickFinder Regional bounds |j§j| 

Adds new hardware to your system. 
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3. In the Add New Hardware Wizard screen, select NO and click 
Next. 



Add New Hardware Wizard 




When Windows detects ■■ 
deter iriines the curieni se 
the correct driver. 

Do mou want Windows to 
' [Recommended] 



ii'ch 1 01 your new hardware? 



4. Select SCSI controllers and click Next. 



Add New Hardware Wizard 




Select ihe ryps or hardware you want to ii'isieli. 



Hardware types: 



"Ej Other devices 
^►PCMCIA Scanner Adapter 
%i PCMCIA socket 

Ports [COM tt LPT] 
^ Printer 

Sound, video and game controller 




5. Insert the driver diskette into your floppy drive and click OK. (If 
you're installing from a directory containing downloaded installation 
files, specify the full path of the directory and click OK.) 

6. You should now see the screen below. Select PHT Parallel-Port- 
Series Win95 Driver and Click Have Disk. 




7. Click Finish to complete the installation procedure. 
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Windows NT 



1. Once you have connected the Parallel cable to your PC and the Slim 
drive, power ON your PC. 

2. Pull up the Start menu, select Settings, then click Control Panel. 

3. Double-click the SCSI Adapter icon. 



[* Vet* ll<fe 













M.- 




....... 




5. 


*£ 


# 






Si 




OODC 




Ports 


Pri imh 


• 






% 


§ 












Ml. 

-~ -■ 


Si 


4 


so 
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Ad-Mr*™ *e SCSI odaplEis and view $>ei popeilier 



4. Click the Drivers tab. Make sure IDE CD-ROM ATAPI...is selected 
and click Add, as shown below. 

5. Once in the Install Driver window, click Have Disk as shown below. 



6. Insert the device driver diskette into your floppy drive. Specify the 
directory as A:\WINNT or B:\WINNT, whichever contains the 
diskette. ClickOK. 

7. Click OK. 
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8. Follow the onscreen instructions to complete the installation 
procedure. 



Additional Upgrades 



Optional 
Kits 


PCMCIA 


USB 


USB 2.0 


Firewire 


EXP P/N 


CDE-CARD 


CBL-USB- 
HD 


CBL-USB2 


CBL-1394 



Where to Buy: 



Please visit www.expnet.com to see our list of resellers 
Tech Support: 

909-595-2046 
M-F 8:00am-5:30pm PST 
or 

send questions to: 
support@expcomputer.com 



24 



